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Nash Compressed Air and Vacuum Packages

Gardner Denver Nash Compressed Air and Vacuum Packages operates with our liquid ring compressors and vacuum
pumps, which are globally known for their durability and performance, characteristics that results in continuous and
efficient operation. The oil-free operation, the continuous working without cooling pauses and the possibility of handle
liquids and soft solids made Nash packages became a reference on the market.

Gardner Denver Nash horizontal tank packages are supplied ready to use, with all internal wiring and piping installed. All packages
are fully automated and tested to assureits perfect operation.

Compressed Air Packages Vacuum Packages

Horizontal Tank Horizontal Tank
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CA-60 MD 573 15 13500 (v-120 MHF 80 121 1750
(v-190 MHF 120 187 7,5 1750
(v-240 | MHCI30 38 1,5 11750

Vertical Tank

Vertical Tank
| Compressor Capacity | Motor |
mmm
CA-130 | (D663 129 | 30 |3500]

“oaa | pump |Pimp Gy | Hoor
(V-340 XL 45 338 15 11750
(V-340 XL80 544 25 11170

With no internal lubrification required and it s constant wear-free performance, the NASH liquid-ring compressor carries no oil,
graphite or Teflon particles, that are habitually fond in others compressors models.

Having contact only with the seal water, the air from the NASH compressor suffers no contamination, and it is also constantly
filtered, removing dust particles and bacterias, resulting in a high quality air. Another important characteristic is the low air
temperature, which is usually 7°C above the seal water temperature.

Mainly Features

- Oil free operation; NASH

- Steel plate tank; A Div. of Gardner Denver
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NASH

A Gardner Denver Product
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